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+o prepure SpeYating procedures Ior
vys«product, a prolimd evslwstion of the instrument for PAG
operations waa performed. )

3. The purpose of the Change Detector is %o highldght ground
changas betwesn photogrephs taken on differcnt dates.  Both photographs
ore scenned slectronically snd their imoges are shown on two TV monitors.

wnd 4. ‘The instrument 1s designed for T0 sm yoll film. Chips cen
) be used by eplicing leader on ench end, The device can sccommodate
B the following differences betwesn the phutogrephs belng coupsred:

5 deg in tip, % deg in t1lt, 1.931 differsnces in scale snd 180 degrees

in orientation. JIn sddition, contrest differences Letween the photographs
. cen be eiimivnted. Optlons exist for elimlneting douss below a point

on the gray scale (shedows) end sbove s secand point (elouds). The

pperstor osn vary thess rojection pointe.

5, ‘The Change Detector eppears to have sows potentiel use for PAG
in detecting chenges within limited arveas. I%s moet serious limitations
are the naryow sccamodation of differencer in €11t In the protolype, | v . L., |
ond the fect that differences in perspective or in Mgt reflectama /7, s /0 \

caused by varying sun sugles appesr as cbauges in the imagery., Over M%&

1irdted aress the $11t limits could be extended by using the genle 340 / |

difference adjustmer: kS
Declass Review by NIMA / DoD \“ti
- ]

~ Approved For Release 2002/01/10 : CIA-RDP78B04747A002600010030-0 //




Approved For Release 2002/01/10.:,GIA-RDP78B04747A002600010030-0

Ge  The cloud ond shadov reject controls were not operstle eo
thely effectivenese could not be noted.
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